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Bulk heterojunction photovoltaic device based on the binary organic comprised of P3HT:PCBM
and PTB7:PCBM with weight ratio of 1:1 and 1:1.5 respectively. We used these blends as
a photo-active layer with different structures such as single layer of the P3HT:PCBM and
PTB7:PCBM, as well as top-down and bottom-up as double layers of the two active layers
respectively. These layers were deposited using two different simple and inexpensive tech-
niques such as spin-coating and roll-to-roll (R2R) under ambient laboratory conditions.
The current density-voltage (J-V) characteristics, optical and morphological properties
were investigated. The J-V characteristics exhibited average of power conversion effi-
ciency of 2.7% for single binary layer blend and 1.3% of double layer blend. The optical
absorption band of a double layer binary blends was extended better than single layer.
However, the device performance of the double layer was found too low due to poor charge
transport processes in the medium. This is an encouraging development toward achieving
low cost organic photovoltaic devices based on single layer ternary blend active layer.
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Solar energy is known as sustainable energy source because of inexhaustible nature of
solar radiation, and, solar energy conversion devices produce free of greenhouse effect
electricity [9]. There are two major challenges facing the world today which are sustain-
able energy sources and environment pollution. It is impossible to separate these two
issues because they are very connected to each other. The world is more and more depen-
dant on the use of electricity because of the developing new technologies by which human
society consumes a huge amount of energy (about 18.921 TWh) [10] for cooking, heating
water, electric machines, gadgets and also their manufacturing facilities. Today, almost
over 80% of the energy sources are obtained from burning of fossil fuels (i.e. oil, natural
gases and coals), with the exception of 13% amount of electricity produced by water,
nuclear, geothermic and wind power [10]. However, burning fossil fuels releases carbon
dioxide and other gases causing many potential environmental problems (i.e. greenhouse
effect). The largest greenhouse gas emitters in the world are fossil fuels. The most com-
mon means of producing electricity is when fossil fuels are being burnt at extremely high
temperatures (combustion), but that gives problems because it results to heavy concen-
trations of pollution (air and water pollutants). Another major concern is that tons of
greenhouse gases have been absorbed naturally by the atmosphere, but now it traps an
extra 25% more of the sun’s radiation and that may increase chances of global warming.
Another issue is that, the size of fossil fuels deposit is decreasing quickly by consumption
[10]. However, the energy required and environmental impact can be reduced on PV
manufacturing [9]. There are two major concerns so far on environmental issues based on
photovoltaics manufacturing, first one is to handle safely the gases which are used for sur-
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face treatment or the growth of thin films (e.g. PH3 and B2H6). Second one is the toxic
components of semiconductor processing(e.g. Cd), although, a good progress in dealing
with hazardous materials has been made by the electronics industry [9]. None-the-less,
further investigation could lead to the replacement of toxic components and that would
result on eliminating the concerns about the environmental risks of photovoltaics [9]. The
best possible solution to consider is recycling in order to get the public to adopt the PV
technologies [9]. Due to the increasing awareness surrounding global warming, the renew-
able energy seems to be the only alternative that produce the clean and harmful gas-free
electricity. As a result, the big concern arises on how long will these non-renewable energy
sources be readily available (hundreds or thousands years?). Therefore, there is a need to
develop new technologies exploiting the alternative renewable and clean energy sources
to supply the whole world with electricity without polluting the environment. Renewable
energy sources have become a major research area which challenges the scientists in the
twenty-first century [10].
Solar energy is the biggest renewable and clean energy source on earth that can be ac-
cessible almost everywhere and it is inexhaustible. The sun is rising over the horizon,
circumnavigates the world and leaves behind 1.08 × 1018 kWh amount of energy every-
day, which is much more than what the world needs to satisfy its electricity consumption
for industry and households. However, it was impossible to convert even 0.001% of this
daily solar radiation into electricity, and that would cover the energy consumptions for
the whole year. Technology for converting solar radiation into electricity has been existing
for decades, but it has been fabricated using inorganic semiconductors (silicon) [11]. Vis-
ible and infrared regions constitutes the majority of the emission of radiation among the
total radiation emission. Therefore, most solar cells are designed to operate by harvesting
electromagnetic radiations from visible and infrared regions of the solar spectrum. The
conversion of electromagnetic radiation energy into electricity was first discovered by the
French physicist Edmund Becquerel (1839) [11]. Becquerel observed that semiconductors
when exposed to sunlight can generate direct current electricity and low voltage. Since
then the idea of generating free charge carries by the means of electromagnetic radiation
has been used for different purposes (i.e. solar cells). Solar cells made from inorganic
semiconductors has been successful in the energy market. Silicon based processing for
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solar cells fabrications is very expensive and not affordable to many people. But, organic
semiconductors came into picture recently such as organic solar cells (OSCs) with the aim
to reduce the cost of solar cell production [11]. Over the last decade the organic solar
cell (OSC) became a popular research topic and between 2000 and 2007 publications on
organic solar cells increased. The power conversion efficiency of the OSCs reaches nearly
an average of 10% [12]. OSC reached the third generation photovoltaic (PV) technologies
that contains the photo-active layer organic semiconductor [12]. Organic semiconductors
has advantages over the traditional silicon based solar cell which are the low cost of fab-
rication, the ease of device processing such as the spin-coating or doctor blade techniques




The study of organic semiconductor has been existing since 1940. Organic semiconduc-
tors are carbon based molecules with molecular structure containing sp2 hybridized carbon
atoms [14]. They are known as π conjugated molecules which have alternate single and
double bonds. Electronic interactions for pz orbitals on neighboring carbon atoms forms
a π electronic system, with delocalized orbitals over conjugated segments in a size of a
nanometer (see figure (2.1)).
Figure 2.1: (a)Simplest π-conjugated electron system (where σ and π bonds are shown
for ethylene), (b) depicts π-conjugated molecules energy level [1].
Oligomers are molecules formed with few number of monomer units unlike the polymers
which are composed of several monomers. As the result oligomers have lower molecules
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weight than the polymers. π-conjugated organic molecules are capable of charge trans-
portation and they interact efficiently with light similar to inorganic materials, therefore,
these systems can act as semiconductors in opto-electronic devices [15]. Charges can be
created optically or electrically and because of delocalized π orbitals they would be free
to move along and between molecules in a hopping process. Better understanding of
charge transport in organic molecules resulted in realization of new classes of conjugated
materials with enhanced properties of semiconductor. The first industrial application of
organic semiconductors was in xerography and that is where photoconductive properties
was exploited [15]. Application of organic semiconductors has emerged as an alternative
to replace inorganic semiconductors due to their potential of being used to produce cheap
photonic, electronic devices and also photovoltaic devices. However, organic materials
used in fabrication of photovoltaic devices must possess a very good chemical stability
and a great optical absorption in the visible range [16]. Organic compounds application
found in electronic components include efficient organic light-emitting diodes (OLED’s),
organic field-effect transistors (OFET’s), and organic solar cells (OSC’s) [15].
Figure 2.2: Organic semiconductors molecular structure [1].
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2.1 The general properties of organic semiconductor
Organic semiconductors are composed of organic molecules which has gained a lot of
attention for many applications such as in light-emitting diodes, switching devices and
solar energy conversion. The use of organic semiconductors over inorganic materials gives
advantages such as low cost device manufacturing, simple processing, easy control of phys-
ical properties of materials and also gives versatility in molecular design. in this sense,
several organic semiconducting devices have been developed over decades ago including
OLED’s, OSC’s, organic bistable memory devices and organic thin film transistors. How-
ever, the main focus for many researchers has been on studying the OLED’s and OSC’s
devices. Organic semiconductors can be processed to form thin films with a large area.
Thin film organic semiconductors can be produced on flexible substrates that gives them
even more advantage to be used as the active components on efficient LED’s, solar cells
and other electronic devices [17]. Organic electronic devices is a growing field and organic
films application in electro-photography have been the priority to researchers studying
the interface of organic semiconductors. Organic materials play an important role in
high performance polymer LED’s because of the effectiveness on injection of charge and
transport in thin films. Therefore, researchers focus has been on charge transport process
limiting the current across the device and for that reason, a number of electrons and holes
becomes available for radiative recombination [17]. The most common device structure
of OSC in bulk heterojunction design is shown in figure (2.3). Organic semiconductors
application in OSC’s is facing a huge challenge because the large exciton binding energy
does not allow efficient exciton dissociation. To fix this a photo-induced charge trans-
fer between an electron donor (Poly-phenylene-venylene (PPV)) and C60 as an electron
acceptor must be used (see figure (2.2)) [1]. OSC’s use bulk heterojunction concepts of
mixing donor and acceptor in one single layer, also due to the limited exciton diffusion
length of approximately 10 nm. Regardless of the huge progress made so far on OSC’s,
researchers are still experiencing huge problems on achieving adequate life-time under
ambient laboratory conditions.
6




3.1 Charge transport theory
The charge transport across two oppositely charged electrodes has been the focus of in-
tense investigation for the past several decades. From simple diode to the most complex
electronic devices, charge transport across electrodes has been a very interesting phenom-
ena for science as well as engineering [18]. The charge transport between electrodes has a
significant influence on the performance of the devices and the earliest studies provided
us with the spring board to look into this picture [18]. In 1938 a model was designed to
understand the transport between two electrodes and the model was proposed to provide
a picture on how an electron traverses between electrodes in semiconductor diodes [18].
3.2 Current Density Equation
The flow of charge mechanisms across a junction are drift and diffusion due to the applied
electric field (E) and the gradient of charge concentration respectively (see figure (3.1)).
The current equations based on the drift and charge diffusion theory in a device for
positive and negative charges can be expressed as follows [19],








where E is the applied electric field in the x-direction, q is the elementary electronic
charge, n(x)-the electron density, Dp & Dn are the diffusion coefficients for positive &
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negative charges, µp & µn are the mobilities for positive & negative charges and P (x)
is the probability. Jp & Jn are the current densities for positive and negative charges,
respectively. The total conduction current can be expressed as,
J = Jp + Jn, (3.3)
for the case where the current in the devices involves both types of charge carriers.
Figure 3.1: Schematic diagram representing two terminals of the voltage source across a
device of thickness L [2].
3.3 Space charge-limited current
Space charge-limited regime between parallel electrodes is characterized by the fact that
all traps are filled and the current reached steady state condition [20]. The current
equation for single type of charge carrier and the Poisson equation can be used to deduce











where ε is the dielectric constant of the material and µn is the mobility. From the above








and by definition E = V/L, then after re-arranging and solving the differential equation
one finds the space charge-limited current in the absence of any traps which is the Mott-








where V is the applied voltage and L is the distance between the electrodes. Current was
assumed to be due to charge carriers of only one sign, reason being that diffusion effect
was ignored and also the mobility was assumed to be field independent [19–21].
3.4 Thermionic emission and Field emission Theory
3.4.1 Thermionic emission theory
Thermionic emission may be referred as the electron emissions from a heated surface
metal to any neighbouring medium. The well known example of thermionic emission is
that about the electrons emission from hot cathode into a vacuum tube. However, the hot
cathode may be a metal filament or a coated metal [17]. This process is very important
in the operation of electric devices and can generate electricity. The temperature increase
may cause the charge flow magnitude to increase. Therefore, if the metal is used as a
cathode, then all the electrons emitted from the metal surface are collected at the anode
of a vacuum diode, and the cathode is said to be in the saturation emission condition
[17]. The current density (J) emitted is called the saturation current density (Js). The
Richardson equation relates the saturation current density (Js) to the cathode’s temper-
ature and the work-function of the metal. The current density-voltage relation at low
bias is usually linear up to a certain point because the electric field due to the injected
carriers is ignored compared to that one due to the applied bias [17]. The slope of the
ln(J)-V curve equals to 1 at the low electric fields, then that region is ohmic. The current
density-voltage characteristics can be fitted using the model of Richardson-Schottky (RS)
emission just above the ohmic region. However, the assumption of RS model based on the
thermionic emission is that electrons from the metal can be injected into the polymer once
the electrons obtained sufficient thermal energy to cross the maximum potential which re-
sulted from the external superposition and image charge potential [17]. The RS model is
valid at low fields as well as at high temperatures [17]. Therefore, at high fields, the metal
work-function for thermionic emission is reduced, the Schottky barrier height is lowered
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(image force lowering). Considering the image force lowering the Schottky equation can
be written as,








where ε0, εr, d and φB are vacuum permittivity, optical dielectric constant, film thickness
and the interface potential barrier height, respectively. kB is the Boltzmann’s constant,
q is the elementary electronic charge, T the absolute temperature and V the applied
voltage which is positive for the forward bias and negative for the reverse bias. A∗ is the





where m∗ is the effective charge carrier mass which equals that one of the free electron















From equation (3.11) plots of ln(J/T 2) versus 1000/T are straight lines at the given
voltage (V), because all the other parameters are constant. The slope of equation (3.11)
is called activation energy, and, the effective barrier height between the electrode and the
film may be determined from the slope. The activation energy is defined as,








3.4.2 Field emission theory: Background
Field emission well known as the emission of electrons from the conductors surface under
the influence of a strong electrostatic field, as a result of the tunnel effect. Field emission
neglects the charge image effect and also invokes the electron tunnelling from the metal
through a triangular barrier into the continuum unbounded states; the process is called
Fowler-Nordheim (FN) model for tunnelling injection. Electron emission from the surface
with an applied electric field (E) has been employed over decades as a way to form high
brightness sources. Since then, the surface properties of the emitter are crucial to the
electron field emission, and extensive studies have described this solid-vacuum interface
under the influence of an electric field (E). Fowler and Nordheim proposed a theory of
field emission process based on tunneling phenomena from cold metals [22].
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Fowler and Nordheim focused on the investigation of the electron emission from cold
metal by means of strong external electric field, where they treated the electron emission
as a quantum tunneling through a potential barrier [22]. Fowler and Nordheim evaluated
the number of electrons Ne(W ) incident at a right angle on a surface of unit area per unit















and µ is the electron distribution parameter in the Fermi-Dirac statistics which is equiv-
alent to the thermodynamic partial potential of an electron [22]. Hence the current (I)










where ε is the electronic charge. With sufficient approximations involved it was easy
to evaluate the current (I) equation and when inserting the numerical values for other
constants, the current (I) equation became,










where χ is the thermionic work-function. The temperature effect was neglected in the
model, however, at ordinary temperatures is clear that the correction is very small [22].
The approximation of the limit T = 0 is valid for as long as µ/kT is very large, where
µ and kT are 5 V and 8.6× 10−5 T respectively, which is adequate for all ordinary tem-
peratures [22]. χ
3
2 = 10 for commonly used metals, also the exponential factor is said
to be nearly 10−9 F−1 and that will be enough to make emission to be sensible for fields
of magnitude greater than 107 V cm−1 but emission would be very large for fields of the
order 108 V cm−1 [22].
It is not so easy to estimate the value of E, however, owing to the large effect of sur-
face irregularities or peaks near where larger values of E were determined and there is
a possibility of sensitive spots on the surface with a reduced value of χ [22]. Rother’s
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investigation verified that after a very careful preliminary heat treatment an electric field
(E) as large as 107 V cm−1 is required for extracting a reasonable current (I), that al-
lows us to conclude that phenomenon of electron emission in intense electric fields is yet
another phenomenon that can be accounted for in a satisfactory quantitative manner by
Sommerfeld’s theory [22]. The process of the FN model predicted that if the field emission







where m∗ is the effective charge carrier mass, E is the applied electric field, A in A/V 2)
is a rate coefficient that contains a pre-factor for tunnelling and the rate back-flow [17].






















) = −K( 1
E
) + ln(A). (3.21)
This is a straight line equation of ln(J/E2) versus (1/E) with a slope of −K and the plot
is called FN plot. Then the interface potential barrier height between the electrode and











3.5 Injection limited current
The current becomes limited by injection when the average charge density in the sample
approaches the charge density at the injecting contact. The injected current can no longer
act as a reservoir but rather ceases to be ohmic, the current coming from such electrode
will saturate at a sufficiently high voltage. However, very high electric fields can make
some contact ohmic by causing a strong injection via tunnelling or other mechanism
super-linear with electric field [23]. Although the average charge density in the samples is
comparable to the charge density at the contact, but both of them should be much smaller
than the capacitor charge related to unit volume [23]. Injection-limited current will only
be observed for relatively low currents at high electric fields with materials possessing
large values of dielectric permittivity and charge carrier diffusion, but often these features
are met in thin organic films that are sandwiched between metals or semiconductors with
moderate work-functions [23].
Figure 3.2: Dark current showing various transport phenomena [3].
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Chapter 4
Characterization of a Solar Cell
device
A solar cell is known for converting solar radiation into electric energy. A solar cell
devices are fabricated by employing different processing techniques using a variety of
materials. However, a solar cell has the potential of becoming an alternative renewable
power source that is less expensive, flexible and accessible everywhere, provided that the
power conversion efficiency (PCE) is increased. The current density-voltage characteristics
of the solar cell diode obey a simple diode equation given by,
J = Js(e
qV/KBT − 1)− Jph, (4.1)
where V is the applied voltage, Js and Jph are the saturation and photo-generated currents,
respectively. All the important parameters of the solar cell can be derived from the simple
diode equation (4.1). The PCE is used to evaluate the solar cell performance and other
parameters which are the fill-factor (FF), short-circuit current density (Jsc), open-circuit
voltage (Voc). The PCE of a solar cell can be defined as a number of electrons which
leaves the device per unit time and per unit area over the number of photons incident
per unit time per unit area [24]. The PCE can be determined by measuring the current
density-voltage (J-V) characteristics under light conditions, where the photo-generated
charge carriers in the cell are driven by the built-in electric field. Under illumination
condition, when the applied voltage Va >>> Voc, the cell is in forward biased condition,
however, when Va <<< Voc it is reverse biased condition [24]. At some point on the
J-V characteristics, the power unit area (J×V ) driven by the cell becomes the maximum
power (Pmax) that the cell can deliver to an external load. The power conversion efficiency
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is the percentage of input power from light source that is converted to the output power
at the operating point where the maximum power is produced by the device [25]. The
power conversion efficiency (PCE) of a solar cell is given by,
PCE = η =
Pmax
Pin
= FF × Jsc × Voc
Pin
, (4.2)
and the ratio of Pmax to the product of short-circuit current density (Jsc) and open-
circuit voltage (Voc) is called the fill-factor (FF) which also gives the shape of the J-V
characteristics. FF is given by the following equation,
FF =| Jmax × Vmax
Jsc × Voc
|, (4.3)
where Pmax =| Jmax × Vmax | is the maximum power a device can produce, Pin = 100
mWcm−2 is the standard power input, Jmax and Vmax are the maximum current density
and maximum voltage respectively. The other parameters are at the boundaries in J-V
characteristics where power is produced by a device. Short-circuit current density (Jsc)
is the current density when the applied voltage (Va) across a device is zero and also the
open-circuit voltage (Voc) is the voltage when the current density in a device is zero [25].
Pmax is the product of the maximum current density and maximum voltage where either
the current or voltage is zero at both points. However, Jsc and Voc act as Jmax and
Vmax which are produced by device illumination. Figure (4.1) shows J-V characteristics
of a solar cell under dark and illumination conditions. Under dark condition, there is
no light meaning no current flowing through, up until the contacts starts injecting the
charge carriers at the forward bias at voltage (V) greater than the Voc. Under illumination
condition, the short-circuit current density (Jsc) is the current measured when the applied
voltage (Va) across the solar cell is zero. The open-circuit voltage (Voc) is the internal
potential difference which neutralizes the current in the device [25].
4.1 Open-circuit voltage (Voc)
The total current density under illumination condition in a conventional silicon solar cell
is given by [24],
Jtotal = J0(e
qV
nkBT − 1)− Jph, (4.4)
where n is the identity factor, J0 is the reverse saturation current density under dark
conditions and here Jph equals to Jsc. From equation (4.4) above one can deduce the
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Figure 4.1: Typical J-V curve for bulk heterojunction organic solar cell device under both
dark and illumination conditions [4].











where here Jph does not equal to Jsc for the case of organic solar cell since it depends on
the applied voltage Va, and also the reverse saturation of dark current is not observed. The
open-circuit voltage Voc depends linearly on the energy difference Egap between the highest
occupied molecular orbit (HOMO) of the donor materials and the lowest unoccupied
molecular orbit (LUMO) of the acceptor materials [24]. The study of Brabec et al. clearly
shows the linear correlation between the first reduction potential and LUMO level of the
fullerene acceptors. However, Gadisa et al. studies shows the changes in the Voc with the
variation of the first oxidation potential (HOMO level) of the donor conjugated polymer
[26]. The study of Scharber et al. also showed the linear relation for many different bulk
heterojunction solar cells between the oxidation potential (HOMO level) of the conjugated
polymer and Voc. The loss in charge carriers at the electrodes reduces the Voc. Voc is
affected very easily by the nano-morphology of the active layer in the polymer fullerene
bulk heterojunction solar cells. Ganzoring et al. study reported that in order to increase
the Voc in organic solar cells, one is required to modify the cathode by deposition of a
thin layer of LiF between the metal electrode and organic semiconductor [26]. It is clear
from equation (4.5) that any increase on energy difference Egap or short-circuit current
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density Jsc will result in an increase on Voc, however, also a decrease on Js will result on
an increase of Voc. To obtain the Voc experimentally, current density (J) needs to be zero
i.e. V (J = 0) = Voc, this can be obtained from the J-V characteristics by reading the
value of voltage (V) at J = 0 (see figure (4.1)).
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Chapter 5
Organic Solar Cell (OSC)
Edmund Becquerel (1839) was the first physicist who discovered the photovoltaic effect.
He observed the conversion of electromagnetic radiation into electricity. The first organic
compound where photoconductivity was observed in solid anthracene (1906). The inves-
tigation on photovoltaic (PV) devices came in around 1950s, that is when a number of
organic dyes, particularly chlorophyll and other related compounds, were studied [27].
Research dedicated on solar cells of less expensive type such as organic dyes and polymers
has increased. However, the greatest thing about organic electronics is that once the
physical requirements for applications is understood, chemists may manufacture mixtures
with properties suited to opto-electronics applications. An organic solar cell (OSC), also
known as plastic solar cell, it is a polymer solar cell type that uses organic electronics.
OSC also uses a branch of electronics which deals with conductive organic polymers or
small organic molecules for light absorption and charge transport to produce electricity
by photovoltaic effect from sunlight [28]. Organic polymers and small organic molecules
they both consist of conjugated systems. Conjugated systems is when carbon atoms co-
valently bond with another single and double bonds (the process of forming delocalized
π bonding orbital with π∗ anti-bonding orbital). The delocalized π orbital is the HOMO,
while the π∗ orbital is the LUMO. The excited state is created when organic materials
absorb a photon. However, excited state would be considered as an electron-hole pair
which is bound together by electrostatic interactions (exciton). The excitons are then
broken up into free electron-hole pairs by effective fields. Effective fields break up exci-
tons by causing the electron to fall from the conduction band of the absorber molecule
into the conduction band of the acceptor molecule. Therefore, it is very important for
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acceptor materials to always have lower conduction band edge than absorber materials.
OSCs use the plastic which has low production costs in high volumes and are potentially
cost-effective for photovoltaic applications.
5.1 Mechanism of charge generation in OSC
5.1.1 Light absorption
In most organic devices the absorbed light is very small when the band gap is very high.
However, to absorb a 77% of solar radiation on earth, a 1.1 eV of bandgap is required,
whereas most semiconducting polymers have bandgaps bigger than 2.0 eV which limits
the absorption to be 30%. OSC photo-active layer is very small [13], with a thickness
layer of 100 nm, which is required for exciton mobilities and low charge carrier. The
absorption co-efficient of organic materials basically is higher compared to inorganic ones
(silicon) [13]. The absorption spectrum of the organic photo-active layer must be identical
to solar emission spectrum for the efficient collection of photons. In order to absorb more
incident light, a thick enough photo-active layer is required. Organic materials optical
absorption coefficient (α) is higher compared to crystalline silicon, however, for conjugated
polymers (i.e. MDMO-PPV, P3HT, molecular dye, and zinc phthalocyanine (ZnPc)) α
exceeds 105 cm−1 in the visible spectrum [29, 30]. The absorption co-efficient spectra of
MDMO-PPV and P3HT lack absorption in red and near infrared region (NIR) part of
the spectrum [29, 30]. Bandgap of 1.1 eV is optimum for PV device based on a single
light absorbing medium. However, an increase in the photo-current is expected when
decreasing the bandgap of organic materials and that makes it possible to harvest more
sunlight, which is why researchers devoted themselves on obtaining organic polymers with
an optical bandgap in the NIR [29, 30]. Even though increasing the thickness layer might
be useful for light absorption but charge transport will suffer from high bulk resistance
and that reduces the fill-factor (FF).
5.1.2 Exciton diffusion
All photo-excited excitons must ideally reach a dissociation site to create free charge
carriers [28]. However such a site may be at the other end of the semiconductor, but their
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diffusion length should be at least equal to the thickness layer, otherwise they recombine
and photons are wasted. Exciton diffusion length usually ranges around 10 nm in polymer
blends. Ideally, all excitons formed due to light absorption should lead to the formation
of free charge carriers for an efficient organic solar cell. However, exciton transport is
competing with other decay processes such as luminescence or radioactive recombination
to the ground state [29, 30]. An exciton exponential lifetime (τexc) is determined by
reciprocal value of all radiative and non-radiative decay rates together. Therefore, all
excitons for an efficient solar cell have to reach the photo-active interface within τexc.
However, the excitons transport occurs by diffusion and the distance an exciton is able




where Dexc is the excitons diffusion co-efficient. For polymer blends used in OSCs τexc
is at most only several nanoseconds, and Lexc is limited to 10 nm. This implies that
only those excitons formed within a distance of Lexc from the interface will contribute to
charge separation. However, to avoid this problem, research has been devoted to increase
the diffusion coefficient of excitons so that each generated exciton is always close to an
interface between the donor and acceptor due to the offset of HOMO states of the donor
and the acceptor [31].
5.1.3 Charge separation
Charge separation usually occurs at organic semiconductors or at the materials with
enough difference between electron affinities (EA) and ionisation potentials (IA) [13].
However, one material acts as an electron acceptor (A) while the other act as an electron
donor (D). If the difference is not adequate between EA and IA, then the exciton may jump
onto the material with the lower band gap without separating the charges. However, this
will recombine without contributing charges to the photo-current [13]. Charge creation
is an important factor in converting solar radiations into electricity [28], however, photo-
induced electron transfer in organic solar cell creates charges. Electrons moves from
electron donor (D) material to electron acceptor (A) material with assistance from input
energy (hν) of an absorbed photon [29, 30, 32]. Small EA are the molecular materials
associated with D and high EA are associated with A. The required driving force is the
difference between high and small electron affinities for exciton dissociation. In the process
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of photo-induced electron transfer an exciton at the D/A interface decays by creation of
the charge-separated state consisting of the radial cation of the donor (D•+) and the
radical anion of the acceptor (A•−) [28–30, 32].
D + A+ hν −→ D∗ + A −→ D•+ + A•−, (5.2)
It is essential for an efficient charge generation that the charge-separated state is the
thermodynamically and kinetically most favourite pathway for the exciton. However,
it is important that the energy of the absorbed photon is used for the generation of
charge-separated state and is not lost via competitive process like fluorescence or non-
radiative decay [31]. Moreover, the charge-separated state must be stabilized so that
photo-generated charges can migrate to one of the electrodes, therefore, the recombination
or the back electron transfer should be slowed down as much as possible [29, 30]. In a
homojunction between a p-n type silicon semiconductor under illumination electrons flow
from the p-type to n-type semiconductor. However in a heterojunction based on an
electron donor layer D and electron accepting layer A, under illumination electrons flow
from the D to the A layer. The D layer is denoted as the p-type layer while the A layer
as the n-type in analogy with a silicon p-n junction, however, p-type are the molecular
materials that have a low IA and n-type are those having high EA [29, 30].
5.1.4 Charge transport in organic solar cell
Recombination is the process that affects charge transport during the journey towards
the electrodes, specifically, if excitons do not reach the interface between the donor and
acceptor [13]. However, the current might be limited because atoms or charges interac-
tions may slow down the speed travel. Mechanisms of charge transport operating in OSC
and inorganic solar cell (ISC) to drive charge carriers towards the electrodes are not iden-
tical. Absorption of light in ISC leads to electrons and holes generation in one material.
However, the charge carriers have equal gradient concentration and spatial distribution,
which is a driving force for the transport by the identical diffusion [29, 30]. Charge carri-
ers are forced to move in one direction. However, that driven force in ISC is very small,
and the electrical potential gradient present at the interface of a p-n junction will split
the photo-induced electrons from the holes effectively [29, 30]. After charge transfer in
OSC the electrons and holes are very close to each other, also there is a large gradient
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of chemical potential which is driving the charge carriers away from exciton dissociating
center. An electric field is the main driving force for charge transport in ISC, yet in
OSC it is very unclear as to what extent will the internal electrical field contribute to
charge transport. However, this is due to the differences in charge mobilities in organic
molecules and inorganic semiconductors. The charge carriers velocity under the influence
of the electric field (E) is given by [29, 30]:
vdi = µiE, (5.3)
where µi is the mobility. In molecular materials the mobility is small (less than 0.1
cm2/V s) as compared to inorganic semiconductors(102− 103 cm2/V s) [29, 30]. However,
it is not clear yet if and how an electrostatic potential is formed in an organic bilayer,
also due to the fact that molecular materials only contain low densities of mobile charge
carriers. The kinetics rate for the various charge carrier recombination processes are
important parameters in particular for organic solar cells, however, the process should be
sufficiently slow to allow the charge carriers to reach the electrodes [29, 30].
Figure 5.1: Charge transport by hopping between localised states with a gaussian energy
distribution and disordered system of polymer medium [5].
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5.1.5 Charge collection
The charges have to overcome the potential barrier of thin oxide layer in order to enter
an electrode material with a relatively low work-function (Al or Ca), however, the metal
may have formed a blocking contact with the semiconductor so that they do not reach the
metal efficiently. Charge carriers collection is accomplished by a transparent conductive
oxide (TCO) at the electrodes such as indium tin oxide (ITO) or SnO2 : F on one side
and a metal contact on the other side [28]. The Ohmic contact that is formed between the
electrodes and molecular layers need to be taken care of, however, special contact layers
have been developed to obtain a better performance of the solar cell [28]. The contact
layers examples are a PEDOT:PSS layer which is a charged conducting polymer layer at
the ITO side and LiF layers at the metal contact, although it is unclear on how these
layers improve the cell [31].
5.2 Organic Solar Cell (OSC) Device Architecture
A number of different device architecture have been developed in order to assist efficient
photon to charge conversion. Separation of charge occurs between the two layers at the
interface. Donor material must be in contact with higher work-function (ITO) electrode
while the acceptor material with the lower work-function electrode (Al). However, single
layer, bilayer and bulk heterojunction devices are different device architectures which are
going to be discussed next.
5.2.1 Single layer device
The single layer device structure of OSC is comprised of a thin layer of conducting polymer
sandwich between transparent electrode (ITO) and aluminium. R. N. Marks et al. (1994)
created this structure by using 50-320 nm thickness of poly-phenylene-vinylene (PPV)
sandwiched between an ITO and a low work-function cathode [33]. Under the intensity of
0.1 mW/cm2 quantum efficiencies of 0.1% for this device was reported. The low quantum
efficiency resulted from intrinsically low mobility of charges through semiconducting or-
ganic materials and inefficient exciton separation [33, 34]. The carrier mobility of organic
semiconductor is of the order of 10−3 cm2/V s, while the mobility of a single crystalline
silicon is of the order of 103 cm2/V s. This indicates that the photo-generated charges
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in semiconducting organic materials require more time to be collected from electrodes
[33]. The OSC device efficiency is decreased by the slow charge transport, however, it
also increases the chance of charge recombination in the device. The low PCE of OSC
device is caused by exciton formation, which are strongly bound dipole charges of photo-
excited semiconducting organics [33]. The bound exciton requires an additional exciton
dissociation step to make free carriers, because the free electrons and holes are desired as
an efficient charge carrier which can decrease the carrier generation efficiency. In a single
layer OSC device, there is only one place to dissociate excitons into free carriers that is
the interface between photo-active layer and a cathode [33]. It was known later that the
excitons are more efficiently dissociated at the interface between donor and acceptor, and
that how a bilayer OSC device can be developed by inserting an acceptor layer between
a donor organic semiconductor and a cathode [33].
Figure 5.2: Configurations of single layer device [6].
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5.2.2 Bilayer device
The phenomenon of exciton recombination and poor carrier transport in OSC device has
been observed in pure films of non-polymeric organic semiconductors [35]. In a bilayer
device the p-n type semiconductors are stacked on top of each other. The bilayer device
was discovered by using many different materials combinations of organic semiconductor.
The bilayer OSC device structure includes an additional electron transporting layer that
Figure 5.3: Configurations of bilayer device with planar heterojunction [4].
is found in the single layer OSC structure [33]. C. W. Tang (1985) improved the structure
of OSC device which comprised of the pure films of non-polymeric organic semiconductor
[29, 30, 35, 36]. However, he realized that, by making bilayer OSC device with organic
semiconductors having the offset energy bands, then he noticed that the external quantum
efficiency of OSC device could be improved to 15% at the wavelength of maximum absorp-
tion [35]. Bilayer device with thickness of 70 nm are made from copper phthalocyanine
(as electron donor) and perylene tetracarboxylic derivative (as electron acceptor) [29, 30].
Tang put the photo-active material in different electrodes, where ITO was for positively
charge collection and silver (Ag) for negatively charged collection [13, 33, 35]. However,
a 1% of power conversion efficiency was obtained under simulated AM2 illumination (691
W/m2) [29, 30, 33, 36, 37].
However, the bilayer OSC device PCE is still reported to be lower compared with the
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inorganic devices. This happens because of the shortage of intrinsic exciton diffusion
length in organic semiconductors, which is between 10-20 nm, however, researchers at-
tempted to overcome this limitation in the bilayer OSC device by using buckminster
fullerene, C60 in which the exciton diffusion length is around 20 nm [33, 36]. P.Peumans
et al. replaced perylene tetracarboxylic derivative with C60 as an acceptor in the device
structure and the device produced a PCE of 3.5% [33, 37]. Therefore, this improved PCE
is caused by the longer distance travelled by excitons in the triplet state of C60. The
thickness of the acceptor and donor layers ranges between 40-60 nm, which is why the
absorbed large amount of photon energy is not converted to free carriers and dissipated
by recombination. Therefore, this indicates that photo-generated excitons are dissoci-
ated near the interface between donor and acceptor species [33]. Conjugated polymers
is the other approach to build bilayer OSC device, however, Sariciftci et al. [33] fabri-
cated the first bilayer OSC device to use conjugated polymer where the hole transports
material was Poly[2-methoxy-5-(2’-ethyl-hexyloxy)-1,4-phenylene-vinylene] (MEH-PPV)
and the electron transports material was C60. Therefore, MEH-PPV played a huge part
in photon absorption and transporting holes to anode, and C60 transports electrons to
cathode. The bilayer device PCE of 0.04% obtained under monochromatic light incident
of 514.5 nm improved the device performance compared to single layer device. Halls et
al. optimized the conjugated polymers thickness and layer of C60, then achieved a 9% of
quantum efficiency under the intensity of 0.25 mW/cm2 [33].
5.2.3 Bulk heterojunction (BHJ) device
The bulk heterojunction (BHJ) organic solar cell device is a thin film comprised of a mix-
ture of donor and acceptor materials that are sandwiched between a pair of asymmetric
electrodes. The donor material (i.e. polymer or small molecules) forms a hole-transporting
path to the anode, while the acceptor material (i.e. fullerenes or inorganic material) forms
the electron-transporting path to the cathode. Conjugated donor materials absorb light
and are transformed into an excited state to produce bound electron-hole pairs or excitons
[38]. Therefore, the excitons will diffuse between the domains of the donor and acceptor
materials. However, the excitons will also dissociate to form positive and negative charge
carriers due to the offset of energy level at the interface. After dissociation, the charge
carriers are transported through the bi-continuous donor and acceptor pathways to their
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respective electrodes [38]. With the efficient photo-induced electron transfer achieved from
conjugated polymer to the fullerene discovery, then bulk heterojunction (BHJ) organic
solar cell have become the most successful device structure that has been developed in the
field (see figure (5.4)) to obtain self-assembling inter-penetrating network using various
techniques such as spin-coating, doctor blading, inkjet and screen printing. OSC based on
the bulk heterojunction concepts are a promising alternative for traditional silicon-based
solar cell [39].
Figure 5.4: Configurations of bulk heterojunction organic solar cell device [7].
The bulk heterojunction is currently the most efficient device structure of organic so-
lar cells. In this structure the interface between two different components is randomly
distributed on the active layer, compared to the classical (bilayer) junction [30]. Morpho-
logical control is to make sure that electron and holes transport do occur at the collecting
electrodes, however, it not necessarily for large interface charge-generation and to put an
end on exciton loss [30, 40]. Electrical current densities are limited by incomplete utili-
sation of light incident due to a poor match of the absorption spectrum active layer with
the solar spectrum and also organic semiconductors low charge carrier mobility. P3HT
can be used because it has a high charge carrier mobility and reduced band gap compared
to MDMO-PPV, however, in solar cells it has been used combined with PCBM [30, 41].
P3HT:PCBM mixtures power conversion efficiency compared to MDMO-PPV is increased,
however, post-production treatment was used to achieve the higher efficiencies. After spin-
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coating the active layer and deposition of the aluminium top electrode, P3HT:PCBM solar
cell was treated by applying a higher voltage than the Voc, and a temperature higher than
the glass transition temperature of approximately 1200C led to much better efficiencies
[30]. Post-production treatment would enhance the crystallinity of P3HT and improves
charge carrier mobility. Power conversion efficiency of 5% was reported on devices made
from P3HT:PCBM blend [13, 30].
Advantages of BHJ solar cell
The advantages of BHJ is that excitons can be dissociated anywhere in the active layer
where there exists p-n type molecular interfaces. The interface distance should be in
the order of the exciton diffusion length. Although absorption coefficient is very high
(exceeding 105 cm−1), a 20 nm double layer of donor and acceptor materials would not be
optical dense, meaning large amount of photons would not be passing freely [30]. However,
this can be fixed by combining p-n type materials, where it creates junctions throughout
bulk materials and ensures that photo-generated exciton regardless of the thickness layer
[30]. Materials that were firstly utilized in bulk heterojunction principle were fullerenes
(with acronym PCBM) and MDMO-PPV [31]. Therefore, photo-generated charges should
be able to cross to the collecting electrodes through those composite materials. The p-and-
n type semiconductor materials are transported by holes and electrons, however, these
materials should be mixed into a bi-continuous inter-penetrating network [30].
New development on OSC device
As we discussed the OSC above, the performance enhancement of an OSC device can be
achieved effectively by using some strategies to maximize each step. Absorption of light
may be made better by tuning band gap of organic semiconductors. Exciton diffusion
may become better by making the area between donor and acceptor interface very large,
however, organic semiconductors charge mobility affects the efficiency of charge transport
[42]. The OSC device new development has exhibited the power conversion efficiency from





We used the ITO-coated glass as a substrate for the preparation of OSC device. The
first step was to remove partially the ITO from the substrate surface by protecting half of
the ITO-coated glass using the photo-resist. We then etched the unprotected part with
acid solution containing 48%HCl: 48%H2O: 4%NHO3. After etching, samples were thor-
oughly cleaned successively with running tap water and were sonicated with detergent,
distilled water, acetone and also with isopropanol for 10 minutes holding time in each so-
lution, respectively. Then the samples were dried in the oven at 1200C temperature for 30
minutes. Once the samples were dried out, the PEDOT:PSS thin layer was spin-coated on
the ITO side of the substrates at the speed of 3520 rpm for 40 seconds (see figure (6.1)).
However, samples were instantly baked in the oven again at 1200C for 30 minutes. The bi-
nary and ternary molecules blend solutions were prepared separately in the chloroform sol-
vent from the mixture of (P3HT:PCBM), (PTB7:PCBM), (P3HT:PCBM/PTB7:PCBM),
and (PTB7:PCBM/P3HT:PCBM) (see figure (6.2)). In this experiment the concentra-
tion of solution used was 20 mg/ml, in all cases, the donor to acceptor weight ratio kept
at a constant 1:1 and 1:1.5 for (P3HT:PCBM) and (PTB7:PCBM), respectively. The
solution was sonicated at 400C for 3 hours to enable homogeneity and inter-dispersion
of the molecules. The active layers from the solution blends were spin-coated on a dried
thin layer of PEDOT:PSS at the spin rate of 1200 rpm for 40 seconds. The samples
were immediately transferred into the vacuum deposition chamber unit (see figure (6.3))
to deposit lithium floride (LiF) and aluminium (Al) electrodes. The vacuum deposition
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chamber was pumped down to a pressure of 1×10−6 mbar. Thin LiF layer of 0.5 nm was
deposited onto the active layers by evaporation, followed by the deposition of 60 nm thick
Al layer. Device preparations were accomplished under ambient laboratory conditions
with no use of glove box or clean room, except for depositing LiF and Al electrodes. The
electrical properties of the samples were measured using the Keithely 2400 source meter
under AM 1.5 solar simulator for 100 mW/cm2 of integrated power intensity.
Figure 6.1: PI-KEM LTD Spin-Coater KW-4A used to spin-coat photo-active layers on
the samples.
Figure 6.2: Chemical structures for molecules used in the preparations of the photo-active
layers [8].
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Figure 6.3: Edward Auto 306 vacuum deposition chamber unit used to deposit LiF and




7.1 Optical Absorption Properties
The UV-vis double beam spectrometer (T 80-PG-instruments Ltd.) model was used to
collect data for UV-vis absorption and transmittance spectra from polymers blend thin
films. The optical absorption properties measurements were conducted from thin films
composed of PTB7:PCBM, PTB7:PCBM/P3HT:PCBM, P3HT:PCBM/PTB7:PCBM and
P3HT:PCBM molecules blended at different stoichiometric ratios of PTB7 (1:1.5) and
P3HT (1:1) (see Figure (7.1)) [8]. The optical absorption coefficient of organic molecules
is very high, which can only mean that more light can be absorbed even in thin layer of
materials [28]. OSCs have problems which are the low efficiency, low in stability as well as
mechanical strength compared with inorganic photovoltaic cells. Moreover, organic semi-
conducting materials have a large optical energy bandgap (Eg) compared to inorganic
counterpart.
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Figure 7.1: UV-Vis absorption spectra for all our experimental samples.
Figure (7.1) shows the UV-Vis absorption spectra taken from samples coated with
binary molecules blend such as P3HT:PCBM and PTB7:PCBM. The other two spectra
were taken from a double layer structure containing P3HT:PCBM as bottom layer and
PTB7:PCBM as top layer denoted by (P3HT:PCBM/PTB7:PCBM). We also took spec-
trum from the structure (PTB7:PCBM/P3HT:PCBM). The optical absorption spectra
of binary blends and double layers have an optical absorption in the visible region up
to 770 nm. The spectrum of PTB7:PCBM and double layers have a wavelength of the
optical absorption band edge of 775 nm compared to 650 nm of P3HT:PCBM, where is
given extend to IR spectrum region. We used the wavelength of the on set for optical
absorption to calculate energy bandgap (Eg) for our blends from the following equation,




where h = 6.626 × 10−34 J.s is the Plank’s constant, c = 2.998 × 108 m/s is the speed
of light in vacuum. Energy bandgaps of P3HT:PCBM, PTB7:PCBM and double layers
were 1.7 eV , 1.6 eV and 1.6 eV respectively. We observed that bandgap of PTB7:PCBM
and double layers is approximately the same which increases the optical absorption and
in turn leads to the increased photons harvest. These energy bandgaps of binary blends




Several organic BHJ solar cells have been fabricated under ambient laboratory conditions
at UKZN (Material science laboratory) in Pietermaritzburg campus. A BHJ layer of
PTB7:PCBM and P3HT:PCBM were used as the photo-active layers, as well as double
layers of PTB7:PCBM/P3HT:PCBM and P3HT:PCBM/PTB7:PCBM as the two photo-
active layers. We employed a standard AM 1.5 (SS50AAA model) solar simulator for
device illumination source. The Keithley 2400 source meter was used for the electrical
measurements and the data were analysed by using the origin 6.1 software. After analysing
the data one gets the important parameters of the solar cell i.e. (Jsc), (Jmax), (Vmax) and
(Voc). Once we have the Jsc, Jmax, Vmax and Voc, then the PCE (η) and the fill-factor
(FF) of the devices can be determined from equations (4.2) and (4.3), respectively. Figure
(7.2) and (7.3) represent the J-V characteristics of the devices fabricated in the current
investigation. Figure (7.2) was taken from samples under light illumination condition
which clearly shows the power conversion ability of the device as depicted in the first
quadrant of the figure.
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The current-voltage characteristic of the devices is shown in figure (7.2) for both types
of photo-active layers.
Figure 7.2: The J-V characteristics of BHJ OSC with photo-active layers of PTB7:PCBM
and P3HT:PCBM/PTB7:PCBM blends. d1 to d5 represents the number of diodes on the
device for both single and double layer.
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Figure 7.3: J-V curve under dark condition for both single and double layer.
The measured parameters of the better performing devices are given in tables (7.1)
and (7.2) for both types of the photo-active layers under investigation.
See table (7.1) for our best performing device under illumination for single layer blend
(PTB7:PCBM).
Diode Voc(V olts) Jsc(mAcm
−2) VMAX(V olts) JMAX(mAcm
−2) FF (%) η(%)
2 0.7551 10.1180 0.4694 6.2650 38.5 2.94
3 0.7500 10.1900 0.4286 6.4047 35.9 2.75
4 0.7500 9.8992 0.4694 5.8863 37.2 2.76
5 0.7143 9.9877 0.4286 5.4321 32.6 2.33
6 0.7959 8.5097 0.5102 5.1408 38.7 2.62
Table 7.1: Best performing sample that was produced in the laboratory under illumination
for (PTB7:PCBM) and the Pin = 0.100 Wcm
−2 and the Area = 0.0657 cm2
.
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See table (7.2) for our best performing device under illumination for double layer blend
(P3HT:PCBM/PTB7:PCBM).
Diode Voc(V olts) Jsc(mAcm
−2) VMAX(V olts) JMAX(mAcm
−2) FF (%) η(%)
1 0.5102 9.9051 0.2653 6.5304 38.3 1.73
2 0.5102 10.0679 0.3061 5.9232 35.3 1.81
3 0.5000 9.1655 0.3470 5.1617 39.1 1.79
4 0.5100 5.1051 0.3470 2.4750 33.0 0.86
5 0.5102 4.8298 0.3470 2.5517 35.9 0.89
6 0.5510 3.7156 0.3878 2.0646 39.1 0.80
Table 7.2: Best performing sample that was produced in the laboratory under illumination
for (P3HT:PCBM/PTB7:PCBM) and the Pin = 0.100 Wcm
−2 and the Area = 0.0957
cm2
.
The parameters from table (7.1) and (7.2) shows average values of Voc, Jsc, FF and η for
single layer device were calculated to be Voc = 0.75 V , Jsc = 9.74mA/cm
2, FF = 36.6% and
PCE = 2.7%, respectively. However, for a double layer device structure the average values
are Voc = 0.52 V , Jsc = 7.13 mA/cm
2, FF = 36.8% and PCE = 1.3%, respectively. These
values are in good agreement with the parameters reported in literature [8]. By looking at
the power conversion efficiencies given above it is very clear that the PTB7:PCBM blend
gives the better performing device compared to the P3HT:PCBM/PTB7:PCBM blend.
The results shows that the presence of P3HT in the double layer structure dominated
compared to PTB7 because of the higher density and that led to the low PCE which is
attributed to the poor mixture of the two donor polymers in the photo-active medium.
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7.3 Charge transport properties
The logarithm plot of the dark current (ln(J)-V) is given in Fig. (7.4) which represents
a typical diode rectification behaviour. It clearly shows the different charge transport
properties of the device. The figure (7.4) below is divided into 3 regions (1, 2 and 3),
corresponding to three different charge transport properties.
Figure 7.4: Schematic representation of ln(J)-V curve under dark condition, (a) is for
binary molecular blend, (b) is for double layer molecular blend, where the behaviour on
charge transport is the same for both (a) and (b).
On Region 1
We have a linear relation at the reversed bias voltage and low positive bias voltage till the
point, where the E is neglected due to the injected carriers. This region has the Ohmic






We have the injection limited current region, where the electrical field is no longer neg-
ligible. However, the current due to the applied bias voltage increases exponentially
(J ∝ eqV/kT ) and the average charge carrier density on the device moves closely to charge
density at the injecting contacts.
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On Region 3
This is the space charge-limited current (SCLC) region, because the device inject much
higher charge carrier densities over that of the applied bias voltages (J ∝ V 2). SCLC
would only occur where the transit time of any excess injected charge carriers are not
more than that of bulk dielectric relaxation time. The space charge-limited current obeys
Mott-Gurney Law equation, but that does not mean the traps are not there.













The modified Mott-Gurney Law equation (7.3) above were fitted using the software called
Origin 6.1 to calculate zero field mobility (µ0) and the field activation factor (γ), but the
field dependent mobility (µ) in the medium can be determined from the next equation







(see tables (7.3) and (7.4)). The amount of the built-in potential from injection limited
current to space charge-limited current used was Vbi = 1.14 V olts. The thickness (L) of
the active layer were 200× 10−9 m, the electric permittivity (ε) for polymers is between
3 and 5 (here we used 5) and for (ε0) 8.854× 10−12 A2/Fm2 were used. The fitted results
are in good agreement with the space charge-limited current theory from the literature
(see figure (7.5) below) [45, 46].
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Figure 7.5: ln(J) vs Voltage fitted with space charge-limited current equation.
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Below are the tables (7.3) and (7.4) showing the best dark current fitted results for







5 5.90× 10−6 7.60× 10−3 3.62× 10−6
6 6.81× 10−6 5.80× 10−3 2.72× 10−6








1 3.39× 10−6 3.70× 10−3 8.21× 10−6
3 5.42× 10−6 2.40× 10−3 9.60× 10−6
4 2.52× 10−6 5.10× 10−3 8.52× 10−6
5 2.93× 10−6 4.40× 10−3 8.37× 10−6
6 2.20× 10−6 4.20× 10−3 5.98× 10−6
Table 7.4: Best fitted results for dark current double layer (P3HT:PCBM/PTB7:PCBM)
in SCLC region 3.
The average mobilities of binary molecular blend (PTB7:PCBM) and double layer molecu-
lar blend (P3HT:PCBM/PTB7:PCBM) (see tables (7.3) and (7.4)) were both determined
to be 3.17× 10−6 cm2/V s and 6.78× 10−6 cm2/V s for binary and double layer molecular
blends, respectively. The measured average mobilities are found in the range reported in
the literature [45, 46]. The zero field mobilities of the single layer found to be better than
the double layer which consistent with device performance.
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7.4 Morphology of P3HT:PCBM
The scanning electron microscope (SEM) was used on this project to study the surface
morphology of the photo-active layers (P3HT:PCBM) generated by spin-coating on glass
substrate. The use of SEM is common for surface characterization and many OSC re-
searchers have shown interest on the top surface morphology of a spin-cast thin film,
because it provides information about the surface topology as well as roughness [38]. The
incident electrons interact within the sample and that causes back-scattered electrons or
secondary electrons, which are identified to produce a clear picture. Figure (7.6) shows
the surface morphology of the blended thin film molecules.
Figure 7.6: SEM image for photo-active layer of BHJ solar cell fabricated under laboratory
ambient conditions.
On figure (7.6(a)) the shaded dark region or dark clusters are associated with P3HT.
On figure (7.6(b)), the smoke like white shades or white large clusters are presumed to
be PCBM, which is randomly distributed all over the P3HT medium and white large
clusters prevent smooth charge transport. However, the random distribution of PCBM
on P3HT medium increases the charge separation at the donor or acceptor interfaces.
Researchers has reported that when blending P3HT with PCBM the morphology of the





Single and double layer bulk heterojunction organic solar cell comprised of P3HT:PCBM
and PTB7:PCBM blends molecules as a photo-active layer with different structures (sin-
gle binary layer and double layer blends) were studied in this dissertation under ambient
laboratory conditions. The power conversion efficiencies (η), the fill-factor (FF), and other
important parameters of the organic solar cell were determined from the J-V character-
istics (see figure (4.1)). However, single binary layer blend consists of (PTB7:PCBM)
was the best performing device in our experiments exhibiting the average power con-
version efficiency (η) of 2.7% and FF of 36.6%, while double layer blend consisting of
(P3HT:PCBM/PTB7:PCBM) produced the average power conversion efficiency (η) of
1.3% and FF of 36.8% (see tables (7.1) and (7.2), respectively). The glass substrate thor-
ough cleaning and thermal annealing treatment gave a boost on enhancing the power con-
version efficiency and the fill-factor, while that lowers the series resistance. However, the
power conversion efficiencies that were determined in ambient laboratory condition when
not using the glove box or clean room were expected. The morphology also played an im-
portant role in improving the solar cell power conversion efficiency, because P3HT:PCBM
molecules blends adopt an organized morphology. Therefore, the absorption spectra will
spread out then Jsc will increase, while Voc is been reduced. The charge transport field
dependent (µ) and zero field (µ0) mobilities as well as the field activation factor (γ) were
determined from the fitted data of ln(J) versus Voltage with the space charge-limited
current equation (see figure (7.5) and tables (7.3) and (7.4)). The charge transport mo-
bilities for organic materials can go as higher as 0.1 cm2/V.s and as lower as from 10−6 to
10−3 cm2/V.s [45, 46]. Therefore, in OSC, when the mobility is low then smaller current
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would be generated. Mobilities on tables (7.3) and (7.4) are in the lowest range, then we
can conclude that the analysis of charge transport properties were conducted successfully.
However, success on this dissertation proves that organic solar cell has a potential to
serve as alternative source of clean energy sources from the sun due to their ability for
low cost solar energy harvesting and flexibility on applications. The project overall was
fascinating and hard at the same time. In moving forward, we are going to use organic
semiconductors to form the basis of the electronic components that are now increasingly
used in smart phones, television sets and other devices, because they consume so little
power. Inorganic semiconductors are going to be used as well.
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Annexure
Below are the tables for measured parameters of the better performing devices under
illumination for single & double layer blends for both types of the photo-active layers
under the investigations.
Diode Voc(V olts) Jsc(mAcm
−2) VMAX(V olts) JMAX(mAcm
−2) FF (%) η(%)
1 0.7959 9.7610 0.5510 5.1413 36.5 2.83
2 0.7959 6.9632 0.5102 4.3394 39.9 2.21
3 0.7959 9.8396 0.5102 5.8251 38.0 2.97
4 0.7551 9.4654 0.4694 5.8155 38.2 2.73
Table 8.1: Best performing sample that was produced in the laboratory under illumination
for (PTB7:PCBM) after 30 minutes and the Pin = 0.100 Wcm
−2 and the Area = 0.0657
cm2
.
Diode Voc(V olts) Jsc(mAcm
−2) VMAX(V olts) JMAX(mAcm
−2) FF (%) η(%)
1 0.6327 3.2384 0.4286 1.7693 37.0 0.76
2 0.6341 3.5457 0.4286 2.0556 39.2 0.88
3 0.6327 3.6242 0.4694 1.9133 39.2 0.90
4 0.6327 3.9746 0.3470 2.5990 35.9 0.91
5 0.6300 2.0210 0.4286 1.1097 37.4 0.48
6 0.6327 1.9932 0.3878 1.2281 37.8 0.48
Table 8.2: Best performing sample that was produced in the laboratory under illumination
for (PTB7:PCBM/P3HT:PCBM) and the Pin = 0.100 Wcm




Diode Voc(V olts) Jsc(mAcm
−2) VMAX(V olts) JMAX(mAcm
−2) FF (%) η(%)
1 0.6327 1.1929 0.4286 0.5839 33.2 0.25
2 0.5999 1.7562 0.3878 1.0762 39.6 0.42
4 0.5989 1.9920 0.4286 1.0755 38.6 0.46
5 0.6327 1.9496 0.4286 1.0442 36.3 0.45
6 0.5919 2.0714 0.3878 1.2454 39.4 0.48
Table 8.3: Best performing sample that was produced in the laboratory under illumination
for (P3HT:PCBM/PTB7:PCBM) after 30 minutes and the Pin = 0.100 Wcm
−2 and the
Area = 0.0957 cm2
.
Diode Voc(V olts) Jsc(mAcm
−2) VMAX(V olts) JMAX(mAcm
−2) FF (%) η(%)
1 0.4694 6.37552384 0.3061 3.6625 37.5 1.12
2 0.4694 5.9607 0.3061 3.3249 36.4 1.03
3 0.5102 5.2498 0.3061 3.4293 39.2 1.05
4 0.5510 4.7757 0.3061 3.0926 36.0 0.95
6 0.5510 3.6950 0.3470 2.2181 37.8 0.77
Table 8.4: Best performing sample that was produced in the laboratory under illumination
for (P3HT:PCBM/PTB7:PCBM) and the Pin = 0.100 Wcm




Diode Voc(V olts) Jsc(mAcm
−2) VMAX(V olts) JMAX(mAcm
−2) FF (%) η(%)
1 0.5919 7.0642 0.3470 4.3906 36.4 1.52
2 0.5919 7.7432 0.3878 4.6368 39.2 1.80
3 0.5510 7.5499 0.3878 4.8023 44.8 1.86
4 0.5510 7.5726 0.3878 4.9076 45.6 1.90
5 0.5919 7.6280 0.3470 5.4295 41.7 1.88
6 0.5919 7.4460 0.2245 5.8784 29.9 1.32
Table 8.5: Best performing sample that was produced in the laboratory under illumination
for (P3HT:PCBM) and the Pin = 0.100 Wcm
−2 and the Area = 0.0657 cm2
.
Diode Voc(V olts) Jsc(mAcm
−2) VMAX(V olts) JMAX(mAcm
−2) FF (%) η(%)
1 0.5510 6.6272 0.3470 3.9772 37.8 1.38
2 0.5919 7.5689 0.3878 4.6321 40.1 1.80
3 0.5919 7.5629 0.3878 4.7476 41.1 1.84
4 0.5919 7.4174 0.3470 5.3898 42.6 1.87
5 0.5510 7.7986 0.3878 4.4236 41.5 1.72
6 0.5510 8.0521 0.3878 5.2448 45.8 2.03
Table 8.6: Best performing sample that was produced in the laboratory under illumination
for (P3HT:PCBM after 30 minutes) and the Pin = 0.100 Wcm




Below are the tables showing the best dark current fitted results under dark conditions







1 1.34× 10−6 5.50× 10−3 9.19× 10−6
2 5.31× 10−6 4.40× 10−3 2.48× 10−6
3 8.03× 10−6 4.10× 10−3 3.37× 10−6
4 8.80× 10−6 3.60× 10−3 3.10× 10−6
6 7.06× 10−6 1.70× 10−3 8.47× 10−6
Table 8.7: Best fitted results for dark current double layer blend







1 4.53× 10−6 2.00× 10−3 4.81× 10−6
2 4.67× 10−6 1.00× 10−3 4.83× 10−6
3 4.50× 10−6 1.30× 10−3 6.67× 10−6
4 4.80× 10−6 1.10× 10−3 6.71× 10−6
5 5.33× 10−6 4.00× 10−3 6.02× 10−6
6 3.08× 10−6 3.00× 10−3 3.38× 10−6
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